MATERIAL  SAFETY  DATA  SHEET

Emergency Assistance

Chem-Tel  1-800-255-3924


====================================================================
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PN #
D291













UN # 2922
====================================================================

Date Issued:

August 11, 2009
By:


Marty Davis

Supersedes:

May 21, 2007                    

Hazard Rating:
(Manufacturer)



Hazard Rating Scale:

    Health: 

          3





    0 = Minimal
3 = Serious

    Fire:

          0





    1 = Slight

4 = Severe

    Reactivity: 
          0





    2 = Moderate

    Personal Protection: 
F
Personal Protection Equipment                                           OSHA Level of Protection
Goggles, Gloves, Synthetic Apron, 



 NIOSH/MSHA approved respirator
Dust Respirator
Composition Ingredients










Exposure Limits, Mg/M3









OSHA
ACGIH
OTHER

Component




CAS NO.

PEL

TLV

LIMIT

Ammonium Hydrofluoric Acid

1341-49-7                                  2.5ppm
Phosphoric Acid                                   7664-38-2



1 ppm
Physical Properties

Boiling Point, Deg. F: 





Vapor Pressure, MM HG/20 Deg. C:


224ºF







     27 mm Hg at 70º
Melting Point, Deg. F:





Vapor Density (Air-1):  

          -34ºF






                 2.21 at 70º, 1.76 at 80º
 Specific Gravity (Water=1):




Water Solubility %:

  1.175 at 60º, 1.16 at 80º





      Complete
Appearance and Odor: Clear liquid, fumes in air.  Sharp pungent odor.
Evaporation Rate (Butyl Acetate=1):
N/A
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First Aid Measures
If Inhaled: Move to fresh air.  Keep the victim lying down, quiet and warm.  Get competent medical attention If breathing has stopped, start artificial respiration at once.  An authorized person should administer oxygen to a victim who is having difficulty breathing, until the victim is able to breathe easily by himself.  Calcium Gluconate 2.5% is normal saline may be given by nebulizer with oxygen.  Do not give stimulants unless instructed to do so by a physician.  Victim should be examined by a physician and held under observation for at least 24 hours.
In case of eye contact:  Immediately flush with water for at least 15 minutes, keeping eyelids apart and away from eyeballs during irrigation.  Get medical attention immediately. If physician is not immediately available, continue flushing with water. DO NOT use a chemical antidote.  

In case of skin contact: Remove the victim from the contaminated area and immediately wash exposed area with soap and water for at least 15 minutes, then rinse with waster for at least 5 minutes.  Remove all contaminated clothing while washing continuously.  After thorough washing for at least 5 min the burned are should be immersed in a solution of 0.13% iced aqueous Zephiran Chloride until pain is relived.  As an alternate first aid treatment, 2.5% calcium gluconatc gel may be continuously massaged into the burn area until the pain is relived.  For larger burns or burns treated with calcium gluconate beneath, around and in the burned area.  Use of local anesthetics is not recommended, as reduction in pain is an indicator of effectiveness of treatment.  

If swallowed: DO NOT induce vomiting.  Give water and seek medical attention immediately
Toxicity

Oral:

Dermal:  2% solution was corrosive to rabbit skin with one hour exposure, but not with 1 min exposure.
Inhalation:  LC 50 (Rat)

=

5100 ppm/5 min

         LC 50 (Rat)  

=

1300 ppm/60 min


         LC 50 (Mouse)  
=

6247 ppm/5 min

====================================================================

Distributed By:

    Pro Chem Cleaning Systems







(817) 652-2868

    609 112th Street








Metro (817) 695-1660

    Arlington, Texas  76011

Product Name: PC Aluminum Brightener





PN #
D291













UN # 2922
====================================================================

Carcinogenicity:  Not established

Other Data:
None

Fire and Explosion Information

Flash Point, Deg. F:





Flammable Limits in Air, %:

     Not Flammable








N/D





Extinguishing Media:


  Use water or suitable agent for fires adjacent to non-leaking tanks or containers of.  Do not use solid water streams near ruptured tanks or spills.  Acid reacts with water and can splatter acid onto personnel.

Special Fire Fighting Procedures: Wear self-contained breathing apparatus approved by NIOSH and full chemical protective clothing.  Use water spray to keep container cool.
Unusual Fire and Explosion Hazards:   Reaction with certain metals generates flammable and potentially explosive hydrogen gas.  Considerable heat is evolved when contacted with many substances.  Heat increases and may explode container.  Will react violently with water.

Hazardous Reactivity

Stability: Stable under normal conditions.


Polymerization: Will not occur


Conditions to Avoid: Glass, concrete and other silicon bearing materials:  yield silicon tetra fluoride gas.  Pressure buildup from this process has been known to rupture glass containers.  Carbonates, sulfides and cyanides: yield toxic gases: carbon dioxide, hydrogen sulfide and hydrogen cyanide.  Alkalis, some oxides: cause strong violent exothermic reactions.  Common metals:  yield hydrogen gas, a fire and explosive reactive hazard.  Corrosive to many materials: including natural leather, rubber, and many organics.  Considerable heat is evolved and a violent reaction can occur when water is added.


Hazardous Decomposition Products:
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Spill, Leak and Disposal Procedures

Action to take for spills or leaks: Contain spill.  Neutralize with baking soda and absorb liquids with inert material, sweep up and place in a container.  Material may be slippery.  


Disposal Methods:
 Dispose of according to all local, state, and federal regulations.  Rinse container before discarding.

Storage and Handling Precautions: Protect from freezing.  Keep container closed when not in use.  Do not reuse container.


For Additional Information

Contact your local sales representative.

Notice

Pro Chem Cleaning Systems expressly disclaims all express or implied warranties of merchantability and fitness for a particular purpose, with respect to the product or information provided herein.

Notice (Continued)

All information appearing herein is based upon data obtained from the manufacturer and/or recognized technical sources.  While the information is believed to be accurate, Pro Chem Cleaning Systems makes no representations as to its accuracy or sufficiency.  Conditions of use are beyond Pro Chem Cleaning Systems control and therefore users are responsible to verify this data under their own operating conditions to determine whether the product is suitable for their particular purposes and they assume all risks of their use, handling, and disposal of the product, or form the publication of use of, or reliance upon, information contained herein.  This information relates only to its use in combination with any other material or in any other process.

*** END  OF  MSDS ***
